
FISCHER AMPS

finest universal fit in ear earphones
manufacured in Germany



FA RAPTURE

Measurement with G.R.A.S. Ear simulator / coupler RA0045 / IEC711
100mV, @ 1ohm output impedance, Eartips: double �ange, Silicone

Driver Configuration: 
Three-way crossover, four balanced arma-
ture speakers (2 x bass, 1 x mid, 1 x high)

Sound Characteristics: 
Decent bass enhancement with defined 
overall mids, clear and detailed highs. 

Best choice for:
ALL STAGE POSITIONS, PORTABLE MUSIC
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Specifications
Color: shell, grey translucent, Faceplate black translucent
Frequency Response 20 Hz - 19 kHz 
Sensitivity @ 0.1V: 
at 100Hz: 118dB, at 1kHz: 112dB, at 10kHz: 115dB 
Impedance @ 100Hz: 19 ohms
Impedance @ 1kHz: 31 ohms
Impedance @ 10kHz: 35 ohms
Replaceable plug-in cable 140 cm / 55“ black 
Angeled plug 3.5mm / 1/8“ stereo, gold plated 
Eartips: silicone tips size S/M/L, double flange
foam eartips size S/M/L/XL
Accessory: Cable Clip



FA 4E XB
Driver Configuration: 
Three-way crossover, four balanced arma-
ture speakers  (2 x bass, 1 x mid, 1 x high)

Sound Characteristics:
Maximum brilliant sound with decent bass 
enhancement and defined mid/high 
frequencies. 

Best choice for: 
DRUMS, GUITAR, BASS-GUITAR, DJ
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Specifications
Color: shell + faceplate grey translucent
Frequency Response 20 Hz - 18.5 kHz 
Impedance @ 1 kHz 19 ohms 
Sensitivity @ 0.100V 119 dB  
Replaceable plug-in cable 140 cm / 55” black  
Angeled Plug 3.5 mm / 1/8” stereo, gold plated 
Eartips: Silicone tips size S/M/L, foam eartips size S/M/L

Measurement with G.R.A.S. Ear simulator / coupler RA0045 / IEC711
100mV, @ 1ohm output impedance, Eartips: double �ange, Silicone



FA 3E XB
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Measurement with G.R.A.S. Ear simulator / coupler RA0045 / IEC711
100mV, @ 1ohm output impedance, Eartips: double �ange, Silicone

Driver Configuration: 
Two-way crossover, three balanced armature 
speakers  (2 x bass, 1 x mid/high)

Sound Characteristics
Powerful, well-balanced sound with decent 
bass enhancement.

Best choice for: 
DRUMS, BASS-GUITAR, DJ, KEYBOARD 

Specifications
Color: shell + faceplate grey translucent
Frequency Response 20 Hz - 17.5 kHz 
Impedance @ 1 kHz 17 ohms 
Sensitivity @ 0.100V 119 dB  
Replaceable plug-in cable 140 cm / 55” black  
Angeled Plug 3.5 mm / 1/8” stereo, gold plated 
Eartips: Silicone tips size S/M/L, foam eartips size S/M/L



FA 3E
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Driver Configuration: 
Two-way crossover, three balanced armature 
speakers (2 x bass, 1 x mid/high)

Sound Characteristics
Audiophile and powerful sound with linear 
frequency response. 

Best choice for: 
VOCALS, GUITAR, KEYBOARD, BRASS,
PORTABLE MUSIC

Specifications
Color: shell + faceplate grey translucent
Frequency Response 20 Hz - 17.5 kHz 
Impedance @ 1 kHz 17 ohms 
Sensitivity @ 0.100V 114 dB  
Replaceable plug-in cable 140 cm / 55” black  
Angeled Plug 3.5 mm / 1/8” stereo, gold plated 
Eartips: Silicone tips size S/M/L, foam eartips size S/M/L

Measurement with G.R.A.S. Ear simulator / coupler RA0045 / IEC711
100mV, @ 1ohm output impedance, Eartips: double �ange, Silicone



FOR STUDIO

FISCHER AMPS Hans-Ulrich-Breymann-Str. 3, 74706 Osterburken / Germany 
Phone: +49 (0) 6291 - 648 79  0, Fax:+ 49 (0) 6291 - 648 79 19

email: info@fischer-amps.de, www.fischer-amps.de

The Fischer Amps universal fit In ear earphone series: 
Simple yet brilliant. 

Our Fischer Amps in ear headphone series has been 
developed with a passion for detail. 

The engine with a perfectly selected and well-matched 
combination of maximum three or four balanced armature 
drivers form the basis of our FA series. Many years of 
experience in electronic and acoustic development helped 
us to create a fine and precision-tuned sound. 

Ergonomically shaped, hand-finished earphone shells and 
high quality accessories round out the sound experience. 

Simply put, a sophisticated manufactory product series, 
handcrafted in Germany with a unique sound experience, 
character and a compelling price / performance ratio. 

Simplicity to the maxx

Global Technical Details FA Series earphones:

Cable:  140cm (55 inch) , black
Connector: 3.5mm (1/8inch) angeled stereo jack, gold plated
Housing: acrylic shell and facplate

Available accessories:

- Complete set of eartips with cleaning tool
- Eartips, all sizes, silicone and foam, in 3 pair packages 
- 140 cm (55‘‘) Replacement cable, black
- 140 cm (55‘‘) Replacement cable, black, with microphone 
  and control button (for Android andiOS)

INCLUDED ACCESSORIES

EARTIP SET

CLEANING TOOL

TRAVEL BAG

BOX  (ONLY FA RAPTURE)


